SPECIFICATION FOR Checkpoint -
Level Indicator- Probe Only Model

Create a Part No. by 4 B
Part No.:WCP - 320 -
Add Length in inches for a custom Part No.

Air Vent -¢— \VCP SENSOR UNIT HOUSING
] _
Energy / Automation Controls Hole (2)
'ﬁ? mﬂ’mum 3" PVC Pipe & Coupler Sleeve
level
5 . — SPECIFICATIONS
« 3 inch PVC Cap.
. Stainless « Stainless steel probes
. . Steel with gel coated jacket.
ST T Mounting . Field calibrated.
y Bracket « 24 VDC input @ 17 mA
plus 0-20 mA output.
Magnetic « Any length Probe needed.
Field Reset |« g" min. NO MAX . Build your own Part No.
Indicator Minimum liquid level
Black (Ground 3"PVC Ca Calibration Point
24 VDC ack (Ground) . N p alibration Poin TOLERENCES
| .
24 VDC Red (+24 >VDC) ’ . ?0 Different Output Levels
- in 20 steps.
(s —
White -1100 Ohm max between ground and the White (output)
020 WA (20 diff _ UPS LESS THAN 100" PROBE
20 mA (20 different output points) Common Carrier over 100" Probe
5 ft. of wire supplied
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